Water proofing of roof top — Hindu section enterance

General instructions

1- Remove existing roof top cement bed.
2- Remove plaster of existing parapet wall inside face
3- Remove water drain out pipes and inlets

Repairs to be done

1- Concrete surface needs to be levelled with a screed and make slope to water outlets

Drain out

4”

2- Make Drain outlets at every 3m interval. Need to drill through parapet wall and cut top layer of the

concrete surface.
3- Apply waterproofing system according to following detail
4- Heat proofing layer and 1000 G polyethene layer are optional.



SEALANT
ALUMINIUM FLASHING (GAUGE 22)
ALUMINIUM CLAMPING STRIP

TILES
(SPACING BETWEEN ROOF TILES
SHALL BE GREATER THAN 10MM.)

APPROVED SEALANT (10X5) o [
)
CT:SAND(1:3)TILE BEDDING - —‘ " o
SOMMTK_ 1:3:6(20) CONCRETE WITH — =l =5

50 X 50 GALVANIZED STEEL WIRE MESH (@ 3MM).

10MMTK. EXPANSION JOINTS TO

LIMIT THE PANEL SIZE APPROX. 4M.
(JOINTS TO BE COINCIDE WITH THE TILE LAYOUT

8"

|

APPROVED
WATER PROOFING
MEMBRANE

AND SEALED WITH AN APPROVED SEALANT ON TOP)
1000G POLYTHENE MEMBRANE. ———

50TK. INSULATION BOARD —
( IFREQUIRED)

15 TK. CT:SAND(1:3) PROTECTIVE SCREED
APPROVED WATER PROOFING MATERIAL

15 TK. CT:SAND (1:3) LEVELLING SCREED

(IF REQUIRED)




