b

Q9

o

&

Conc¥ébeam
to Engineer's

Exact dimension
of the existing
building to be

followed

Concé beam
to Engineer's
details

T

details

0\

|l)(XXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXX)ll

/—Decorative load bearing concrete column to

Roof top Hindu decorations to be
done according to the existing
building

Shell roof structural to
Engineer's detail,

H

T o ey s Y g |

S B R | W W W e R W

Decorative
conc¥¢l beam

&l
[&tal

7l 1500

Engineers detail. Ref: (Detail - A)

D/

H

i R R

T T T T o o T T T o T

T b T o o b T P T T T P o T T T o T T T o o T P o T

R S TR

2875

7000
T~—
l
)
)

GL

|
|
I

2

FRONT ELEVATION

Scale 1:100

v
1500 | ),

LED Spot double light
. %}/7 (Image-Q)

(] B
(8]
o
(&)

1800 7,

5300
6500
S

0

~ 11500 =——Earth sand

Decorative columns finished with

smooth cement, sand plaster putty
and paint. colot 1 to be approved
by the Architect ( Ref. Details A)

4700

18007

Bricktedge

|
|
|
|
|
: Earth sand
|
|
|

——+—Interlocking paving blocks
(Image - V)

Area :-100.78m?

e
1500
o250

L

['—_'——___'_—_______—'——sf'_—_‘_"
X

i
©
o
o

©
o
S

Titanium rendered finish

b

steps and plinth
Ref: (image -L)

PLAN

Scale 1:100
Area :-156.70m?

Column decorations to be done by a skilled person with
relevant level of understanding about Hindu decorations.
Column surface to be finished with smooth cement sand

plaster, weatherproof putty and paint colours to be

approved by the Architect (grey colour)

Ref. Existing building

N A2
PN
i 600
7/
o
88
<
300
o
o
(]
U
@ » 390 |,
o
o
<
S [ \
3 ( A
i 650
4 Z
o
©
ks 450
| §
(®)
(@)
N
650

DETAIL OF COLUMN (A)

scale :- 1:20

2700

Detail (B) —
® el
Tk

Natural earth level

Brick ledge
{ Pavement

SECTION W - W

scale 1:50

SI 3

// e 250 _V‘_‘.
7 \\ Brick ledge 250
‘
| /\ 4"@ Hole on brick
. ) ledge

BN

< \/4_ - -

DETAIL (B)

scale :- 1:20

Foundation to
ngineers detail

+600

vvvvv

225
0

225
00

r
d

o +600

Compacted earth

SECTION X - X

Scale 1:100

&

l

T

.

SIDE ELEVATION

(Image -V)

Titanium rendered finish
steps and plinth

Ref: (image -L)
250

Concrete steps to

Engineer's detail

Foundation to
Engineer's detail:

DETAIL (G)

scale :- 1:20

Scale 1:100

(Image -Q)

Exact dimension '
of the existing \

{+300]

= ERENSE

Natural earth

building to be

followed

Decorations to be done by a skilled person.
Approval to be given by the Architect.

Conc#etbeam
to Engineer's
detailt

Interlocking paving blocks
around the pyre area
Ref :(Image - V)

Plinth, steps and given areas in
the drawing to be finished with
smooth titanium rendered finish

Foundation to
Engineers detail:.

Roof top Hindu decorations to be
done according to the existing
building

Shell roof structural to

LED Spot double light

(Image-Q)

Engineer's detail

8FF 1500

Decorative load bearing concrete column to

[atal

7000

Plinth, steps and given areas in ——
the drawing to be finished with
smooth titanium render -

F600] =

NN NAENEEEEENENELEEREEREEENS

a0, /2875

GL K

16
\—Compacted earth

Engineers detail. Ref: (Detail - A)
Decorations to be done by a skilled person.
Approval to be given by the Architect.

Concert beam
to Engineer's
details

Interlocking paving blocks
around the pyre
Ref :(Image - V)

(Detail- G)
{

Foundation to

SECTION A - A

(Image -L)

Scale 1:100

(Image -X1)

SYMBOLS OF ELECTRICAL ITEMS

DESCRIPTION

SYMBOL

LED Spot double light (Image-Q)

A8

Brick ledge to
Engineer's detall

Foundation to

100
75

Engineers detail

(Image -X2.)

Interlocking paving blocks

(100mm x 100mm x 100mm)

Engineer's detail:

(Image -V)

compacted earth

Q
225

e
o .
e

75mm Thick quarry dust

SECTION Y-Y

scale 1:20

later

NOTE

01. This Drawing is a property of the Architectural unit of
the M.E's Department.
02. This Drawing shall not be copied or Altered without
the consent of the Architect.
03. If any discrepancy or error is detected in the drawing

it should be immediately brought to the notice of the

Architect.

04. This drawing should be read in conjunction with

structural drawings & all service drawings and any

other drawings.

05. Any construction work carried out not in accordance

with the information in the drawing will be rejected by

the architect.

06. All decorative Elements to be done by a skilled person.

07. All decorative plaster moldings to be done according

to hindu culture.

08. It is advisable to inspect the site before preparing the

tender document.

All the hew structures to be built to match with the
existing hall in the hindu section Ref. image x1 to x.2.
10. All the details decorations to be done to match with the

exiting hindu hall at Borella cemetery premises
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